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User Instruction for Cross

1, Instruction for Cross Hardware:

A. Package information

% Strong Carton Box

 With Pearl Wool inside for shockproof

% Cross Covered with Plastic Film for Waterproof
Reference as follows:
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B, List of Articles in Package

Item Product Name Quantity Pic Note
1 Cross 1pc
2 RF wireless sender with | 1pc
antenna
4 CROSS signal receive
5 Software disk
6 Fix ring 1pcs
7 RS232 cables 1pc SH-60Cross(singlecolor),

SH-80Cross(singlecolor),
SH-100Cross(singlecolor)
without Rs232 cables

C, Method of Cross Installation
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User Instruction for Cross

% Necessary Tools
.Impact drill:

@ impact drill bit:

Notice: Drill Bit Specification i

@expansion bolt:

Notice: Bolt specification is 8mm
Attention: Make sure the wall or floor can bear the strength of cross installation!!
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% Installation Reference as follows:
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D. Cross Measurement:

Cross Model Drawing of Outer-frame Installation Base for Cross Weight
SH-60Cross
(single color) 950.00 mm
g_
g 20Kg
SH-80Cross
(single color)
‘ 1120.00 25Kg
£
SH-80Cross ;
(full colar)
28Kg
SH-85Cross
(single color) 1150.00 mim
38Kg
SH-100Cros
S
single color '
(sing ) 36Kg
i
SH-100Cros g
S o
(full color)
41Kg




User Instruction for Cross

SH-110Cross
(single color)
57Kg
SH-110Cross 7
(full color)
59Kg
SH-120Cros
S 4580.00 mm
(single color)
54Kg
E
£
SH-120Cros S
S -
(full colar) 56Kg




User Instruction for Cross

1, Instruction for Cross Software

A.Option of Communication modes

The communication modes classified into wired mode and wireless mode.

According to different cross models, users can refer to the details as follows.

(full color)

Cross Models | Wired Mode Wireless Mode Default setting(Ex work)
leng?iigz) v Wired Mode
Z'fngg.(liﬁff}) v Wired Mode
ZEHB(?SLS; S v Wired Mode
Z'fngg.iiﬁff}) v/ v/ Wired Mode
len;io;:?; v Wired Mode
?:ul::srr; > Wired Mode
SH-110C
(ﬂn@ecJ?i v ode
SH-110C
(full colo:;ss \/ ‘/ de
Z?n;ioizzsrj v/ Wired Mode
. v Wired Mode
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B, Wired Communication

1, Turn to the switch of wired.

ollowing picture.
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C, Wireless Communication

1, Turn to the switch of wireless
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D, USB Driver Installer
1, Open the software in the disk and install it in user’s PC.

23 L3035 Prolific_DriverInstaller. ..

= Setup.exe
Macrovision Corporation

PL2303_Prolific_DriverInstaller_w1.8.0
Descripkion: Setup,exe

Cornpany: Macrowvision Corpaoration
File Version: 14.0.0.162

Date Creaked: 4/22/2013 7130 PM

' /J PLZ303_Frolific_. .. Size: 3.06 MB
1 —

2, After you manage to install

user’s PC as follo

£ Device Manager |Z| IE||E|
File  Action  MWew Help
g 2 =

+ age Disk drives
+ § Display adapters
+ & Human Interface Devices
+ (=) IDE ATAJATAPT controllers
+ -z Keyboards
+ ") Mice and okher pointing devices
+ W Moanitors
+- B8 Mebwork adapters
Ex| \> MYIDIA Metwork Bus Enumerator
-1 5 Parts (COM &LPT)
(;yi Communications Pork (COM1Y
(;y' Carmunications Port (COM2)
5 HigharEed PCI Serial Port (COMSY
/ igh-Speed PCI Serial Port (COMd)
(;yi PCILECF Parallel Pork (LPT3)
Prolific USE-to-Serial Comm Port {COMS)
W Processors
+-®N\3ound, video and game controllers
+ g Stwgge volumes

+- iy Swstem dEvhes
+ Universal Serial Bus contrallers

|

4

he driver, you will find it in the device manager of
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E, “CrossEdit” Installer
According to user’s cross model, select the related software accordingly.

The latest installers are as follows:

Cross Models Related Installer

SH-60Cross (single color)

iSiCrossEdit_Single_v6. 6

SH-80Cross (single color)

iSiCrossEdit_Single_v6. 6

SH-80Cross (full color) ﬁErDSEE 4 +._|: lzull:lr_vE-. g

SH-85Cross (single color)

@CrnzzEdit_ﬂingle_nﬁ.E- for 110

SH-100Cross (single color

iSiCrossEdit_Single_v6. 6

SH-100Cross (full col Tres=ltht Coller v, 3

SH-110Cross (single color) iB)crossEdit_Single 6.6 for 110

e
iSiCrossEdit_Color_vé. B

SH-110Cross (full color)

SH-120Cross (single color)

iSiCrossEdit_Single_v6. 6

SH-120Cross (full color) ﬁErDEEE dit_Color 6.6

‘--"f
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F, Address Setting

% Please check the related address ID on the package label.

(Address ID: xxxxxxxx), as following pic with red mark.
Note: The ID is unique for each cross and please keep it confidential.

AC230V, S0HZ
mption: 130w
MCU DC48% 510

d enter the interface as follows:
blank and click the button “ok”.

Click the button == in Cros
User can input the relatg

Search Cross

ATTENTION
Flease input the CORRECT address of this Cross, otherwise the software

will say "Can't find Cross".

Flease make sure you have kept the address properly, do NOT loose it.
It is strongly suggested to make a note of each address for future reference.

Adgress:
Mo 1 |1FBF1AS3 | ®
[ [ : i &
Mo3 33333333 o)
No4 |44444444 | O
Search cruss] | Dk _I ’ Cancel

If no problem with address setting, the following information will show at the bottom of edit interface.

It means that the CrossEdit has searched the cross successfully. Then user can send the program to the searched cross.
[ exts B T |‘v’ernada V| |22j V| 4

& Preview Flay List

| | Single Coler CROSS 4848 COM : 5 Baudrate ; 9800 |

Note: User can check more information in the Software Instruction in the disk.
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